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MARU LPG Storage Tanks - Technical Datasheet
MARU designs and manufactures high-quality LPG storage tanks for safe, efficient, 
and long-term storage of liquefied petroleum gas. Our tanks are designed in 
accordance with international standards such as EN 12542, EN 13445, and ADR 
2010, ensuring superior safety, reliability, and corrosion resistance.

Capacity Range 500 L – 300,000 L

Design Pressure 17.5 bar (optional 18–22 bar)

Design Temperature -20°C to +50°C

Design Code EN 13445 / EN 12542 / AD 2000-Merkblatt

Test Pressure 1.3 x design pressure

Corrosion Protection Internal shot-blasting & epoxy coating / external zinc-rich primer & 
polyurethane paint

Material High-grade carbon steel P265NB or equivalent

Welding Automatic submerged arc & MIG/MAG processes, 100% radiography 
on seams

Accessories Safety valves, level gauges, pressure gauges, excess flow valves, filling 
valves, liquid wit

Applications Domestic, industrial, agricultural, and refilling plant installations

Quality Assurance and Testing
All MARU LPG storage tanks undergo strict quality control and non-destructive 
testing (NDT), including hydrostatic pressure tests, radiographic weld inspection, 
and coating thickness verification. Each unit is supplied with a full material and test 
certificate pack.
Available Options
• Underground and aboveground configurations
• Custom nozzle arrangement and manhole positions
• Skid-mounted or modular installation
• Optional vacuum insulation and cathodic protection systems

TANK CATEGORY CAPACITY RANGE DIAMETER (MM) LENGTH (MM) OPERATING 
PRESSURE (BAR)

TEST PRESSURE 
(BAR)

DOMESTIC 500 – 5.000 L 850 – 1.250 1.500 – 3.000 17.5 26.3

MEDIUM 10 – 50 m3 1.600 – 2.400 4.000 – 10.000 17.5 26.3

INDUSTRIAL 60 – 250 m3 2.600 – 3.800 8.000 – 20.000 17.5 26.3

MARU standard production ranges and basic technical values are presented in the table above. All tanks are 
manufactured in accordance with EN 13445 and EN 12542 standards. Dimensions and values are for 
reference purposes only; they may vary depending on the project.

© 2025 MARU LPG Systems – Tüm hakları saklıdır.

mailto:info@marutr.com
http://www.marutr.com/

